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SECTION I

GENERAL INFORMATION

1-1 GENERAL DESCRIPTION

This manual contains information and procedures that allow the user to
write application programs using FORTRAN, ALGOL, or ASSEMBLY language
and RTE Driver DVA47. Section V provides information required when

configuring Driver DVA47 into a Real-Time Executive (RTE) Operating
System. The Driver is entered through a FORTRAN, ALGOL, or ASSEMBLY

language call to control:
o Data transmission to or from 3070A/B Terminals.

o The Hewlett-Packard Interface Bus (HP-IB)* attached to each
3070A/B Terminal.

o Data transmission to and from any HP-IB station (i.e. instrument,
calculator) attached to the Terminal.

RTE Driver DVA 47 may control simultaneously up to 57-n Terminals
where n is the number of Serial Links controlled by the driver. The
Terminals can be distributed between as many Serial Link controllers
as required, and up to 13 HP-IB devices can be attached to each
Terminal through its HP-IB connector.

1-2 OPERATING ENVIRONMENT

The operating environment for this software must be an HP1000
Computer, an RTE Operating System, one 92900A/P Terminal Subsystem and
one or more additional 40280A Serial Link Interface Kits. For hardware
details refer to the 92900A/B Operating and Service Manual, to the
3070A/B Operating and Service Manuals and to the 40280A Operating and
Service Manual.

1-3 COMPONENTS

The following components are included with the DVA47:

o This manual.

o Driver DVA47 binary tape, for non-mapped RTE II/RTE-M I/II HP
Part Number 92900=16002 or the RTE III/RTE-M III/RTE 1V, HP Part
Number 92900-16003.

* The HP-IB is the Hewlett-Packard implementation of IEEE Standard
488-1975, "Digital Interface for Programmable Instrumentation."



GENERAL INFORMATION

1-4 SUBSYSTEM DESCRIPTION

The subsystem is composed of a Serial Link Controller, a Serial Link,
and one Terminal. The Link is a multidrop line consisting of a single
twisted-pair cable on which the Link Controller sends serial bit
protocol. Either 3070A or 3070B Terminals may be connected to the same
Link.

Each Terminal is composed of a Keyboard with numeric and Special
Function Keys, a numeric Display, and a set of prompting lights. The
3070B can optionally have a thermal Printer and a multifunction
Reader. Both versions are equipped with a standard HP-IB connector to
drive up to 13 HP-IB devices.

1-5 CALLING SEQUENCES

The 3070 Terminals and their associated HP-IB stations are operated in
the Real-Time Executive System through FORTRAN, ALGOL, and ASSEMBLY
language programs using EXEC calls to enter Driver DVA47. The Driver
forwards read, write, and control EXEC parameters to the Terminals and
HP-IB Devices on the Link.

You address each EXEC call to a particular Terminal by using the
Logical Unit Number (LU) of the Terminal in the call. In the
documentation for your particular system is a list of the LU numbers
for the Terminals on the Link.

Normal Mode of operation, described in Section II, permits the
Terminal to be used as a simple input/output device, without knowledge
of the HP-IB protocol.

Transparent Mode of operation, described in Section III, allows full
control of the HP-IB. The Terminal itself is then considered as a set

of HP-IB devices. In this mode, you include in the EXEC garameters
device addresses as well as the LU number of the Terminal.



SECTION II

NOPMAL MODE OF OPERATION

2-1 GENERAL

This section describes how to use the Terminal for data entry without
having any HP-IB devices connected.

Operation of the HP 3070A differs in some respects from
that of the HP 3070B. Notes under the above heading call
attention to programming procedures that are different
for the HP 30702.

2-2 NORMAL MODE SELECT (FC=14)

The control reguest, function code FC=14, sets the driver for the
addressed Terminal to the Normal Mode of operation. This mode of
operation remains until the driver is set to Transparent Mode. This
control request has no effect on other Terminals connected to the same
serial link.

2-3 TIME OUT VALUE CHANGE (FC=22)

The control request, function code 22, allows the user to modify
programmatically the Time-Out value of the Terminal EQT before a
particular request is sent to the driver.

When the Time-Out value is non zero, a time-out occurs after the
selected time if the initiated request has not been completed.

This time-out completes the read/write call, and all control requests

except FC=6, FC=13, FC=14 and FC=22. Bit 15 of the B Register is set,

both A Register and EQTS5 indicate the error code with bit 0 indicating
that the time-out caused the completion.

2-4 CLEAR TERMINAL (FC=0)

The control request, function code 0, completely resets the Terminal.
Display is erased, all prompting lights are turned off, and Special
Punction Keys (SFK) reset to their normal state (Not Enabled as Input
Terminator). The Service Request status is not reset by this call but
by the Reset Service Request Status call.

2-1



NORMAL MODE OF OPERATION

The Clear Terminal request does not modify the mode of operation. The
Terminal Type is left unchanged and the Multifunction Reader control
word is reset to 32B (see FC=6, paragraph 2-8). The Printer is set
idle, and the Multifunction Reader is reset to its default
configuration (as at power on).

2-5 ENABLE/DISABLE SPFCIAL FUNCTION KEY AS INPUT TERMINATOR (FC=12)
The control request, function code 12, allows the user program to

dynamically enable or disable one or several Special Function Keys,
including the Service Request Key, as input terminator.

Optional parameter IPRAM of the control request call contains the
number of the SFK to be enabled or disabled as input terminator. A key
is enabled by a positive number from 1 to 11 and disabled by a
negative number from -1 to -11.

Any SFK enabled as input terminator is automatically reset to the
non-enabled condition by a Clear Terminal request. A list of the key
codes is given in Appendix C. Each 3070B SFK has a number from 1
(Service Request Keyy to 11 as shown below:

XXX 3EEX:
$ fl1 ¢
T XX TEEE
FREHEEEE BEFHEEEE HHEREERE BEBERERE HEBLA444
# f2 4 ¢ f3 # & f4 $ ¢ f5 ¢ # fe #
FHAHREEE BEREEE4E HHEFEEHE HEHBEEEY RBABH4E44
FREHE4EE  HESBAEES HABEAREE BEBEHEEE HBEBARH4
¢ f7 4% 4% f8 # % f9 # 4 fl10 # % fl1 ¢
FHEEEREE BERBAERE BEHBBENE BEHEABEE BELBHH4H
o +
| HP 30702 NOTE |
it it +

For the 3070A, a key is enabled by a positive number from

1 to 10 and disabled by a negative number from -1 to
-10. Each 3070A SFK has a number from 1 (Service Request
Key) to 10 as shown below:

FHEHHERS BABBEEEE HEBBLEEE HERAHEEE HEBEBHL4

¢ f1 # 4 f2 $ ¢ f£f3 ¢ # f4 # # f£f5 ¢

FERE448F  HEBHUEEE  FAERBEAE BREBLAEE BRAEB444

BEE4H8EE  HELEEEAE REHBAEEE HABBHEHE RAAHMARE

4 f6 ¢ % f£7 ¢ 4% f£f8 #% # f9 # # f£10 %

FHAA4048 HH44843F H3H44R3F BEHBH44E HEB48480

A key enabled as input terminator will complete a Keyboard Read
request, but its code is not sent to the user buffer. Keys not enabled
as input terminators will not complete the Keyboard Read but their
codes are sent to the user buffer. Several of them can be pressed
before completion of the Read request.

2-2



NORMAL MODE OF OPERATION

2-6 SERVICE REQUEST RECOGNITION (FC=7 or 10 or 5)

The Service Request Key does not generate an ASCII character; rather,
it generates a Service Request signal. Enabled or not as an input
terminator, this key can be used to attract attention as long as the
application program is able to detect when the key has been pressed.
This key can be used at any time. Software recognizes a Service
Request signal in one of four ways:

a. AFTER NORMAL READ OR NORMAL WRITE CALL COMPLETIOW.

The Service FRequest condition is recorded in the completion
status information in EQT5, and the RTE System software passes
this information back to the user program through the A Register.
A Service Request condition is recorded in bit 7 of EQTS. In
addition, if the Service Request Key has been enabled as input
terminator, bit 0 of EQT5 is set to "1".

b. CHECK FOR A SERVICE REQUEST (FC= 7)

The control request, function code 7, allows the user program to
check the vresence of a Service Pequest on the addressed Terminal
during the next Serial Link polling cycle. On completion of this
control request, the updated EQT5 is available in the A Register.
Bit 7 set to "1" indicates a Service Request pending from the
Terminal.

c. WAIT FOR A SERVICE REQUEST (FC=10).

The control request, function code 10, allows the user program to
check the presence of a Service Request on the addressed Terminal
during each Serial Link polling cycle. The call completes when a
Service Request condition is detected. Rit 7 of EQTS5 is set to
"1", When a non Class I/0 control request is used, the user
program is placed in an I/0 suspend state until the Service
Request condition is detected.

d. WAIT AND CHECX FOR A SERVICE REQUEST (FC=5).

The control request, function code 5, causes the Driver to check
the presence of a Service Pequest at user defined, fixed veriods
of time. The optional parameter of the control request sets the
time period in multiples of 10 milliseconds.

The value should be between 31 and 32768. A value of 31
corresponds to 310 ms, which is the time taken by the longest
rolling cycle on the Serial Link. For a value between 1 and 30,
the value is set to 31.



NORMAL MODE OF OPERATION

If the parameter value is not specified, or is equal to zero, the
driver uses the last defined value or 400 if the value has never
been defined. Other Terminals, specified in previous Wait and
Check for Service Request control requests and not yet completed,
are periodically checked to the new wait parameter value as soon
as this call is issued.

The call completes when a Service Request is detected. In this
case, the driver completes this function by a Reset SR request
(FC=11, 35B) and the EQTS5 status word is set accordingly. If a
non Class I/0 control request is used, the user program is placed
in an I/0 suspend state until the Service Request Key is pressed.

NOTE

This request is only available when the user program
runs in a disc based RTE System. If it runs in an
RTE-M environment, the request is rejected.

2-7 RESET SERVICE REQUEST STATUS (FC=11)

The control request, function code 11, allows the user to reset the
Service Request status, enabling the Terminal user to use the Service
Reguest Key again. If this call is not made, pressing the key has no
effect on the program.

NOTE

It is good practice to issue this call along with
the Clear Terminal call at the beginning of each

user program. Until such a «call is issued or until
completion of a Wait and Check for SR reguest, the
driver defaults the Terminal to an HP 3070A. That

means that any read from the Multifunction Reader is
defaulted to the Keyboard.

2-8 SET READER CONFIGURATION (FC=6)

This control request, function code 6, is required to give to the
driver the Reader mode. This call does not send any information to the
Terminal. It will be used by subsequent Reader Read calls. This
configuration information will stay until another Set Peader
Configuration request or Clear Terminal request is made. The ontional
parameter IPRAM of this control request will define the reader

configuraton as shown on the following page.
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IPRAM = XY with X first octal digit and Y second octal digit:
XY

4...Marks only / 40 col. / No Clock
6...Marks only / 80 col. / No Clock
ASCII / Local-reject...3
ASCII / No reject ...l
0...Holes only / 40 col. / Wo Clock
2...490les only / 80 col. / No Clock
7...Marks+Holes / Clock after data
3...Holes only / Clock after data
Image / Local reject...2
Image / No reject eee0
5...Marks+Holes / Clock on data
l...Holes only / Clock on data

2-9 SET READER CONFIGURATION EXAMPLE

To set up the Reader to read a marked card with clock after data,
local card reject, and ASCII mode, use:

CALL EXEC(3,600B+ILU,37R)

Where 3 is the Reguest Code, 600B expresses the Function Code, ILU is
the Logical Unit Number of the Terminal, and 37R is the parameter
IPRAM. The defaulted Reader confiquration is ASCII 80-column holes
only, local reject, no clock mark (IPRAM=32B).

2-10 CONTROL PREQUEST COMPLETION STATUS

The status information in EQT5 is updated from any of the following
control requests.

o Check for a Service Request.

o Wait for a Service Reguest.

o) Wait and Check for Service Request.
o] Reset Service Request Control.

On completion of any of these calls, the A Register contains the same
information as EQT5. For the first two calls, bit 7 of EQT5 is set if
a Service Request condition is detected. The Reset Service Request and
the Wait and Check for Service Pequest calls puts the addressed
terminal status into bits 0 through 7 of EQTS.
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3070B Hardware Status
7 6 5 4 3 2 1 0
0 o

| +--Set to 1 for 3070R

|
I
I
| 4=——— Reader option {1
|
|

N
[
I
I = Reader present
(S I {0 = no Reader
| O
I R ettt Printer option {1 = Printer present
I I {0 = no Printer
| A B
| N N ettt Printer status {1 = Printer buffer not
O empty or Printer
| busy
[ {0 = Printer buffer empty
[
I ] e { 1 = Last self-test correct
I { 0 = Last self-test incorrect
I
| e { 1 = End of paper or Printer off
| { 0 = Paper available
|
ettt D { 1 = Service Request set
{ 0 = Mo Service Request

b e +

| HP 3070A NOTE |

T +

3070A Hardware Status
7 6 5 4 3 2 1

0
0o 0o 0 0 o0 |
|
+-=-Set tc 1 for 3070A

Service Reguest set
Mo Service Request

D=
Wn

2-11 NORMAL READ REQUEST

The Normal RPead request transfers information from the addressed 3070
Terminal to the user program.

Calling sequence:

CALL EXEC(RCODE,CONWD, IBUFR,IBUFL)

where: RCODE = 1
CONWD = FCOOB+ILU
IBUFR = Buffer location
IBUFL = Buffer length

2-6



NORMAL MODF OF OPFRATION

15 11 10 9 8 7 6 5 0
el St o e b $mm——— $rmmm e +
CONWD | |W/F | Reader |Echo| Ruffer |Mode |Logical Unit #|
e e tomm— et $mm——— T +
| oo Function Code (FC) ====-- >
W/R = 0 Standard Read Reader = 0 Input from Xeyboard
= 1 Write/Read = 1 1Input from Reader
Echo = 0 No echc on display Buffer = 0 Single read
= 1 Echo on display = 1 Read with subsequent
off-line input
Mocde = 0 ASCII read
= 1 Binary read

2-12 KEYBOARD ASCII RFEAD (FC=0,4)
Without echc on the display: FC=0
With echo on the display: FC=4

Data in the Xeyboard buffer is read until a read terminator is
received. Terminator ASCII codes are not stored in the user buffer.

Valid read terminator keys are:
o The Enter Key, which generates a line-feed.

o) A Svecial Function Key enabled as input terminator, which

generates a character, as listed in Appendix C, followed by
line-feed.

o A Service Request enabled as input terminator.

Completion status indicates the terminator origin. Refer to paragraph
2-18 for further details.

If a buffer-full condition occurs (more characters input than
requested) the extra characters are lost. In this case, the only valid
terminator keys are the Enter Xey and the Service Request Key enabled
as input terminator. Completion status (available in A Register and
EQTS5) indicates the input terminator. Any Special Function Key enabled
as input terminator may also complete the read; however, note that the
completion status indicates that this read has been completed from
line-feed generated by the Enter Key.

NQTE

A Special Function Xey enabled as a terminator does not
complete a read when a buffer-full condition occurs.
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2-13 KEYBOARD BINARY READ (FC=1,5)
Without echo on the Display FC=1
With echo on Display FC=5

Data in the Xeyboard buffer is read until one of the following
conditions occurs:

o Requested number of characters is reached: buffer full.

o Receipt of an input terminator: Enter Key or any SFK except the
Service Request Key enabled as input terminator.

The Driver sends to the user buffer the Key code and line-feed
generated by the SFK or the line-feed generated by the Enter Key.

Completion status indicates the terminator origin: see Paragraph 2-18.

A 3070A Special Function Key enabled as input terminator
does not complete the read.

2-14 KEYROARD READ WITH SUBSEQUENT OFF-LINE INPUT (FC=2,3,6,7)
ASCII Read FC=6 } with echo ASCII Read FC=2 } without echo
Binary Read FC=7} on Display Binary Read FC=3} on Display

This is an ASCII read from the Keyboard as described in Paragraph
2-12. However, after a previous read the Keyhoard is left enabled for

the next input. In this case, the data entered on the Terminal is
locally bufferecd until the next read is processed hy the system.

The amount of data that can be buffered should not exceed one Display
length. Hence the 3070B Termwminal is used as a buffered
keyboard/display unit where data can be entered while previous data is
being processed by the system. This permits @ greater throughput since
no waiting time is required between inputs.

This read should not be used with a 3070A. If attempted,
the Driver will default to a standard Read.

2-8
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2-15 READER READ (FC=10,11)
ASCII Read: FC=10
Binary Read: FC=11

This read request will:

a. Set the Reader in the configuration requested by the last Set
Reader Configuration request.

b. Transfer the data from the Reader buffer to the user buffer until
a terminator condition occurs.

For an ASCII read, the terminator can be:

o A line-feed coded on the card or badge.

o) The line-feed generated by the Reader as end of card or badge.
o An enabled SFK code, coded on the card or badge.

o A Service Pequest from the Service Reguest Key.

For a binary read, the terminator can bhe:
o A buffer-full condition.
o The end of the card or badge.

When the Reader is used in Image mode, the data returned to the user
buffer is in the following format:

15 12 11 10 9 8 7 6 5 4 3 2 1 0
i et T B e et St e S Rttt Lt
IBUFR(I)|0 === Ol R I X |1 O 2| 21| 3141516171381 9]
Rt e ata et e R et S e e it
Rl e Rows of a column --=-=-=c—ece—-—- >

This call is automatically defaulted to a Read request from the
Keyboard if the Terminal does not have a Reader. In this case, the
read will be processed as a Normal Read, where FC = 0 through 7.
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2-16 WRITE/READ (FC=2N, 3N)

Read from the ¥eyboard: FC=2W4

Read from the Reader: FC=3W
This is a special write/read call which can be used in interactive
operations to enhance system performance and response time. In one
call it allows the user program to send data to the Terminal Display
and to receive data from the Terminal Keyhoard or Reader according to
the Function Code.

If N= 0, 2, 4 or 6 the write will be ASCII.

If N= 1, 3, 5 or 7 the write will be binary.

The read will be performed exactly as described for FC= 0 through 7.

2-17 WRITE/READ BUFFER FORMAT

Buffer IBUFR must be formatted as follows:

T R e +
IBUFR(1) | Output buffer length |
g +
| Input buffer length |
T T - e ————————— +
| Output byte# 1 | Output byte #2 |
o o +
| ceeeetannnns P |
Frmm e e +
| Output byte # n | Lost if n odd |
e e - +
| Input byte # 1 | Input byte # 2 |
fmmm e ——————— T +
| eeeeecesnsnseass | INput byte # m |
o et +

The first input byte will be automatically stored in the left
position. The buffer length IBUFL must specify the total length of the
buffer IBUFR used by this call (output buffer length + input buf fer
length + 4 bytes +1 if the output buffer length is not an odd byte
number). The buffer lengths are specified either as positive numbers
(words) or as negative numbers (bytes).

The total buffer length specified by IBUFL must be qgreater than or
equal to IBUFR(1)+IBUFR(2)+4 or 5 bytes (input + output buffer length
+ 4 or 5 bytes) otherwise the call is rejected. If IBUFL is equal to
IBUFR(1) +IBUFR(2)+4 or 5 bytes, the call will only output the bytes
contained in the output buffer and complete.

2-10
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The transmission LOG returned by this call will follow the type of the
input buffer length (IBUFR(2)): if IBUFR(2) defines a number of words
(positive) the transmission LOG will be a word number, if IBUFR(2)
defines a number of bytes (negative) the transmission LOG will be a
byte number. The output buffer is not destroyed by this call and may
be re-used as many times as required.

NOTE

The write/read call may be used under class I/0. The
request code in this case must be 20. For example, the
FORTRAN calling sequence will be:

CALL EXEC(20,2n00B+ILU,IBUFR,IBUFL,IPARM]1,IPARM2,ICLAS)
CALL EXEC(20,3n00R+ILU,IBUFR, IBUFL,IPARM],IPARM2,ICLAS)

2-18 NORMAL READ REQUESTS COMPLETION

Upon completion of a Normal Read (write/read) request the following
information is available from word 5 of the eguipment table (EQTS5) and
from the A Register if the EQT is unbuffered. The B Register contains
the transmission LOG if the EQT is unbuffered.

EOR indicates which terminator caused the Read (write read) to
complete:

EOI = 1 indicates end of binary Read, FOI line detected true.

EOR = 0 ASCII read comnleted on line-feed generated by Enter
Key; binary read completed on bhuffer-full.

EOR = n (1<=n<=11) ASCII read completed on line-feed generated
by SFK number n (n=1 indicates completion on an SR).

SR indicates a Service Request Key has been rressed during the read

operation. This is redundant information in the case of a Service
Request Key enabled as a terminator.
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2-19 NORMAL WRITE REQUESTS.

Transfers information from the user program to the addressed 3070
Terminal. The calling sequence:

CALL EXEC(RCODE,CONWD,IBUFR,IBUFL)

RCCDE = 2
CONWD = FCOOB+ILU
IBUFR = Buffer address
IBUFL = Buffer length
15 10 9 8 7 6 5 0
ettt o i Sttt tmm———- R +
CONWD | |Printer | |[Buffer | Mode |Logical Unit # |
Fom e e ———— et et tmm———- e +
| <==- Function Code (FC) -->|
Mode =

ASCII write Buffer = 0 Single write
Binary write =

o

1 Write with subsequent
off-line input
Printer = 0 Write to display
= 1 Write to printer

2-20 DISPLAY ASCII WRITE (FC=0)

ASCII write to the Display of the specified@ number of characters,
followed@ by a line-feed. A buffer length of zero causes only the
transmission of a line-feed.

2-21 DISPLAY BINARY WRITE (FC=1)

Binary write to the Display of the specified number of characters; no
line-feed is sent with the last character transmitted.

2-22 DISPLAY WRITE WITH SUBSEQUENT CFF-LINE INPUT (FC=2,3)
ASCII Write: Function code FC=2
BRinary Write: Function code FC=3

This is a write to the display, ASCIT or binary according to the
Function Code, which then enables the Keyboard for a local input. The
amount of data that the user can enter should not exceed a full length
display.

NData is locally buffered in the Terminal and then transmitted to the
System when a Pead request is issued. By use of this mode, a user may
begin answering a question as soon as it has been prompted for. The
Displey automatically echoes the Keybhoard input.

2-12
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For a 3070A Terminal, function codes 2 and 3 default to
FC=0 or FC=1l.

2-23 PROMPTING LIGHTS

ASCIT codes, when sent to the Terminal, will turn on or off the
corresponding promptlng lights (codes are listed in Appendix B). The
user program may issue an ASCII Write reguest to the Disrnlay with the
write buffer containing any comkination of these characters.

2-24 PRINTER ASCII WFITE (FC=10)

ASCII write to the Printer of the specified number of characters
followed by a line-feed. If more than 20 characters are sent to the
Printer, the Printer automatically prints the first 20 characters;
extra characters will be printed on the next line upon receint of the
line-feed, which is automatically issued by the Driver. Write to a
terminal without a Printer is defaulted to the Display.

2-25 PRINTER BINARY WRITE (FC=11)

Binary write to the Printer of the specified number of characters.
Autoratic print is obtained if data characters are a multiple of 20
characters. Otherwise, printing will be executed upon the receiont of a
line-feed, which is NOT issued by the driver.

2-26 PRINTER WRITE WITHE SUBSFQUENT LOCAL INPUT (FC=12,13)
ASCII Write: FC=12
Binary Write: FC=13

This is a Write tc the Printer, ASCII or binary according to the
Function Code, followed by a local keyboard/display connection for
off-line input. Data is locally buffered in the Terminal and then
transmitted to the system when a Read request is issued. A Write to a
Terminal without a Printer is defaulted to the Display.
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2-27 NORMAL WRITE REQUEST COMPLETION.

Upon completion of a Normal Write request the following information is
available from word 5 of the equipment table (EQTS) and from the A
Register if the EQT is unbuffered:

Service Request (SR) indicates if a Service Reguest Key has been
pressed during the Write operation.
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SECTION III

TRANSPARENT MODE

3-1 INTRODUCTION

The HP 3070B Terminals are HP-IB devices composed of a Keyboard,
Display and prompting light modules, an optional Printer module, and

an optional Reader module. All of these modules are addressable HP-IB
devices.

The purpose of the communication module is to make the transfer in
both directions between serial-bit protocol on the Serial Link and
parallel- bit serial-byte protocol on the HP-IB. The communication
module, under remote control of the HP 1000 System through the Serial
Link controller, acts as an HP-IB controller.

When the communication module is not configured as a listener it
cannot send data on the Serial Link. This condition allows some other
auxiliary controller to control the HP-IB. Since the communication
module is always able to source handshake, one should take care that
no two controllers (system and auxiliary controller) talk at the same
time. To abort, the system controller must send HP-IB Interface Clear
command IFC (more details in paragraph 3-4, FC=15).

When wusing the driver in Transparent Mode, the user
should be aware that the requests he is issuing to the

driver will not generate any HP-IB commands to the bus
that he has not specifically requested in a Write request
or 1in a Write/Read request. The only exceptions to this
rule are the following calls:

o Write Serial Poll (FC=20)

o Clear (FC=0)

o HP-IB Interface Clear IFC (FC=15)

o Get Status Byte (FC=1l1)

o Select Input Terminator (FC=12)

o Wait and Check SR Periodically (FC=5)
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3-2 TRANSPARENT MODE SELECT (FC=13)

The control request, function code 13, sets the Driver into
Transparent Mode of operation for the addressed Terminal. This mode,
one of the two possible modes that the Driver senses, allows the
Terminal to be used as the HP-IB controller of its own cluster. This
mode of operation remains until the Driver is set to Normal Mode. This
control request has no effect on other Terminals.

NOTE

In this mode the EQT 1is never set down except for a
malfunction; therefore, a Not Ready or Time Out message
is never displayed on the system console. The user

program is responsible for checking in EQT5 the status of
the Terminal that is running in this mode and for taking
the appropriate action.

3-3 TIME OUT VALUE CHANGE (FC=22)

The control request, function code 22, allows the user to modify the
Time Out value of the Terminal EQT before a particular request is sent
to the Driver.

When the Time Out value is non zero, a time-out occurs after the
selected time if the initiated request has not been completed.

This time-out completes the Read or Write call and all control
requests except FC=6, FC=13, FC=14 and FC=22. Bit 15 of the B Register
is set, both A Register and EQT5 indicate the error code with bit 0
indicating that the time-out caused the completion.

3-4 CLEAR TERMINAL (FC=0)

The control request, function code 0, completely resets the Terminal.
Display is erased, all prompting lights are turned off, and Special
Function Keys reset to Not Enabled as Input Terminator.

The Service Regquest is not reset by this call but by a Get Status Byte
or a serial poll request. Clear control request does not modify the
mode of operation. Printer is set idle, and the multifunction Reader
is reset to its default configuration.

On the completion of a Clear request, the Driver stores the completion
status information in EQT5 and the RTE system software passes this
information back to the user through the A Register. If Bit 15 of the
B Register is set, then both the A Register and EQT5 will reflect the
error cocde. A subsystem hardware malfunction may be detected from this
call. See error handling (Error code 2).

Bus traffic generated by the clear request: IFC, NotIFC, DCL.

3-2
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3-5 HP-IB INTERFACE CLF2AR COMMAND (FC=15)
The control request, function code 15 only pulses the IFC line on the

HP-IB, thus allowing all devices connected to the bus to be cleared.

3-6 ENABRLE/DISABLE SPECIAL FUNCTION KEY AS INPUT TEFMINATOR (FC=12)
The control request, function code 12, allows the user program to
dynamically enable or disable one or several Special Function Keys
(SFK), including the Service Request Key, as input terminators.

Optional parameter IPR2M of the control request call contains the
number of the SFK which is to be enabled or disabled as input
terminator. A key is enabhled by a positive number from 1 to 11 and
disabled by a negative number from -1 to -11l. Any SFK enabled as inout
terminator is automatically reset to the non-enable condition by a
Clear Terminal request. Appendix C gives a list of the Key codes.

Bus traffic generated by this call:

LSN35,MSAx with X between octal 0 and 11 to disable or 20 and 31
to enable.

Fach 3070B SFK has a number from 1 (Service Request Key) to 11 as
shown below:

$EEEEREE
$ f1 &
4R 48844
FARREREE REBHBEE HBHREEEE HRHRHERE RBABHRHER
¥ f2 % 4% f£3 % # f4 # # f5 ¢ # f6 %
FREHBEEE RRREBEBE  BEBHSREE BEEBEEEY BABEEHHH
BHEHHEEE BEERUHEE BEHARERE ARHEREAHE REBAREHR
# f7 % # f8 # % f9 # ¢ f£10 # # f1l1 #
BHREREREE  BERBEREE BHEBEEEE B4 BHE4E HPHEHERE
e +
| Hp 3070A NOTE |
R LT T +

For a 3070A there is no bus traffic generated. An SFK is
enabled by a positive number from 1 to 10 and disabled by
a negative number from -1 to -10. Each 3070A SFK has a
number from 1 (Service Request Key) to 10 as shown below:

BRERREEE  RRAAGEEE REBREREE  HRERERHE ReMBeR4e
$ f1 # #% f2 # # £3 # % f4 % 4 f5 ¢
FEEAEAER BRRHBL4E HEBBEEEE BERSAERE HE44EEH
FRERRERE REABEREL RREAEEBE HREHEHRE REEHMHRH
# f6 4 # f7 % % f8 # # f9 % # f1l0 #
FRESHEEE RBEHR3EE HEBHUAAE RRREEHE HRMRHHE4
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A key that is enabled as input terminator will complete a Keybocard
Read request, but its code is not sent to the user buffer. Keys which
are not enabled as input terminators will not complete the Keyboard

Read but their codes are sent to the user buffer. Severacl of themr can
be pressed before completion of the Read request.

3-7 SRQ LINE STATUS (FC=7 or 10 or 5)

The Service Request Key does not generate an ASCII character; enabled
or not as an input terminator, this key allows the terminal user to
set the SRQ line from the keyboard. Software recognizes SFQ in one of
three ways:

CHECK FOP A SERVICE REQUEST (FC= 7)

The control request, function code 7, allows the user program to
check the SRQ line on the addressed terminal during the next
Serial Link polling cycle. On completion of this control request,
the updated EQTS5 is available in the A Register. Bit 7 set to "1"
indicates the HP-IB SRQ line is set.

WAIT FOR A SERVICE REQUEST (FC=10).

The control request, function code 10, allows the user program to
check the SRQ line on the addressed Terminal during each Serial
Link polling cycle. The call completes when the SRQ line is set
and bit 7 of EQTS5 is set to "1". When a non Class I/0 control
request is used, the user program is placed in an I/0 suspend
state until the SRC line is set.

WAIT AND CHECK FOR A SERVICE REQUEST (FC=5).

The control request, function code 5, causes the driver to check
the SRQ line on the addressed terminal at user-defined fixed
periods of time. Optional parameter IPRAM of the control request
sets the time period in multiples of 10 milliseconds.

The IPRAM value should be between 31 and 32768. A value of 31
corresponds to 310ms, which is the time taken by the longest
polling cycle on the Serial Link. For an IPRAM value between 1
and 30, IPRAM is set to 31.

If ITPRAM is not specified, or equal to zero, the driver uses the
last defined IPRAM value or 400 if IPRAM has never been defined.
Other Terminals, specified in previous Wait and Check for Service
Request control requests and which have not completed them, are
periodically checked to the new IPRAM value as soon as this call
is issued.
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The call completes when an SRQ is detected on the terminal during
a check. In this event, the driver completes the function by a
Get Status Byte (FC= 11, 35B) and the EQT5 status word is set
accordingly. If a non Class I/0 control request is used, the user
program is placed in an I/0 suspend state until SRQ is set.

NOTE

This request is only available when the user program
runs in a disc-based RTE System. If it runs in a
RTE-M environment, the request is rejected.

NOTE

If a time-out has been initialized by directly
writing in terminal EQT15, (through SLIBR and SLIBX
RTE subroutines), the time-out will be processed as
usual, thus allowing the wuser to make complete
remotely a terminal I/O that has been suspendeé on
such a call.

When SRQ is set, the user program must determine which HP-IB device
set it. To do this, the program must perform a Serial Poll Special
Write request. If the station is already known, a Get Status Byte
control request can be used. These calls reset the SRQ line.

3-8 GET STATUS BYTE (FC=11)

The control reguest, function code 11, resets the SRQ line enabling

other HP-IB8 devices to set it. The optional parameter of the control
reguest, IPRAM, is the HP-IB address of the station to ke polled.

It is good practice to issue this call along with the Clear Terminal
call at the beginning of all user programs. Until such a call is
issued, the driver considers the Terminal to be a 30702. The hardware
status byte, returned in EQTS5 when the device is the Terminal Keybhoard
(IPARM=35B or defaulted), is shown on the next page.
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3070B Hardware Status

7 6 5 4 3 2 } 0

|

| +=-- Set to 1 for 3070B
|

[
R
[
[
[ . to———— Reader option {1 = Reader present
[ {0 = no Reader
|
| I $mmm - Printer option {1 = Printer present
| {0 = no Printer
R
| N B e e L T Printer status {1 = Printer buffer
[ not empty or
N Printer busy
| {0 = Printer buffer
: : ; empty
I B e L E T { 1 = Last self-test correct
o { 0 = Last self-test incorrect
I
I e e { 1 = End of paper or Printer off
| { 0 = Paper available
|
o e { 1 = Service Request was set
{ 0 = No Service Request

e +

| HP 3070A NOTE |

s +

3070A Hardware Status
7 6 5 4 3 2 1 0

o | o o o o 0 |
| +---- 0 = 3070A
|
|
R L L L L L e { 1 = Service Request was set
{ 0 = No Service Request

Bus traffic generated by this call:

UNL, UNT, LSN36, SPE, TLK(IPRAM), UNT, SPD

3-9 ISSUE END OR IDENTIFY (FC=1)

This control regquest, function code 1, sets the Fnd or Identify (FOI)
HP-IB line allowing the end of record indication to ke ohserved by all
responding devices.






