


CERTIFICATION
Hewlett-Packard Company certifies that this product met its published specifications at the time of shipment
from the factory. Hewlett-Packard further certifies that its calibration measurements are traceable to the
United States National Bureau of Standards, to the extent allowed by the Bureau’s calibration facility, and to
the calibration facilities of other International Standards Organization members.

WARRANTY
This Hewlett-Packard system product is warranted against defects in materials and
workmanship for a period of 90 days from date of installation. During the warranty period, HP
will, at its options, either repair or replace products which prove to be defective.

Warranty service of this product will be performed at Buyer’s facility at no charge within HP
service travel areas. Outside HP service travel areas, warranty service will be performed at
Buyer’s facility only upon HP's prior agreement and Buyer shall pay HP’s round trip travel
expenses. In all other cases, products must be returned to a service facility designated by HP.

For products returned to HP for warranty service, Buyer shall prepay shipping charges to HP
and HP shall pay shipping charges to return the product to Buyer. However, Buyer shall pay all
shipping charges, duties, and taxes for products returned to HP from another country.

HP warrants that its software and firmware designated by HP for use with an instrument will
execute its programming instructions when properly installed on that instrument. HP does not
warrant that the operation of the instrument, or software, or firmware will be uninterrupted or
error free.

LIMITATION OF WARRANTY

The foregoing warranty shall not apply to defects resulting from improper or inadequate
maintenance by Buyer, Buyer-supplied software or interfacing, unauthorized modification or
misuse, operation outside the environmental specifications for the product, or improper site
preparation or maintenance.

NO OTHER WARRANTY IS EXPRESSED OR IMPLIED. HP SPECIFICALLY DISCLAIMS THE
IMPLIED WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A PARTICULAR PURPOSE.

EXCLUSIVE REMEDIES

THE REMEDIES PROVIDED HEREIN ARE BUYER'’S SOLE AND EXCLUSIVE REMEDIES. HP
SHALL NOT BE LIABLE FOR ANY DIRECT, INDIRECT, SPECIAL, INCIDENTAL, OR
CONSEQUENTIAL DAMAGES, WHETHER BASED ON CONTRACT, TORT, OR ANY OTHER
LEGAL THEORY.

ASSISTANCE
Product maintenance agreements and other customer assistance agreements are available for Hewlett-Packard
products.

For any assistance, contact your nearest Hewlett-Packard Sales and Service Office. Addresses are provided
at the back of this manual.
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READER COMMENT SHEET

Service Manual
Model 64340A, Software Analyzer
64340-90901, December 1984

Your comments are important to us. Please answer this questionaire and return it to us. Circle the number that best
describes your answer in questions 1 through 7. Thank you.
1. The information in this book is complete:

Doesn’t cover enough 1 2 3 4 5 Covers everything
(what more do you need?)

2. The information in this book is accurate:
Too many errors 1 2 3 4 5 Exactly right
3. The information in this book is easy to find:
| can't find things | need 1 2 3 4 5 I can find info quickly
4. The !ndex and Table of Contents are useful:
Helpful 1 2 3 4 5 Missing or inadequate
5. What about the "how-to” procedures and examples:
No help 1 2 3 4 5 Very helpful
Too many now 1 2 3 4 5 I'd like more
6. What about the writing style:
Confusing 1 2 3 4 5 Clear
7. What about organization of the book:
Poor order 1 2 3 4 5 Good order
8. What about the size of the book:
too big/small 1 2 3 4 5 Right size

Comments:

Particular pages with errors?

Name (optional):
Job title:
Company:
Address:
Note: If mailed outside U.S.A., place card in envelope. Use address shown on other side of this card.
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SAFETY SUMMARY

The following general safety precautions must be observed during all phases of operation, service, and repair of this
instrument. Failure to comply with these precautions or with specific warnings elsewhere in this manual violates
safety standards of design, manufacture, and intended use of the instrument. Hewlett-Packard Company assumes no
liability for the customer’s failure to comply with these requirements.

GROUND THE INSTRUMENT.

To minimize shock hazard, the instrument chassis and cabinet must be connected to an electrical
ground. The instrument is equipped with a three-conductor ac power cable. The power cable must
eilher be plugged into an approved three-contact electrical outlet or used with a three-contact to
two-contact adapter with the grounding wire (green) firmly connected to an electrical ground (safety
ground) at the power outlet. The power jack and mating plug of the power cable meet International
Electrotechnical Commission (IEC) safety standards.

DO NOT OPERATE IN AN EXPLOSIVE ATMOSPHERE.

Do not operate the instrument in the presence of flammable gases or fumes. Operation of any electrical
instrument in such an environment constitutes a definite safety hazard.

KEEP AWAY FROM LIVE CIRCUITS.

Operating personnel must not remove instrument covers. Component replacement and internal
adjustments must be made by qualified maintenance personnel. Do not replace components with the
power cable connected. Under certain conditions, dangerous voltages may exist even with the power
cable removed. To avoid injuries, always disconnect power and discharge circuits before touching
them.

DO NOT SERVICE OR ADJUST ALONE.

Do not attempt internal service or adjustment unless another person, capable of rendering first aid and
resuscitation, is present.

DO NOT SUBSTITUTE PARTS OR MODIFY INSTRUMENT.
Because of the danger of introducing additional hazards, do not install substitute parts or perform any

unauthorized modification of the instrument. Return the instrument to a Hewlett-Packard Sales and
Service Office for service and repair to ensure that safety features are maintained.

DANGEROUS PROCEDURE WARNINGS.

Warnings, such as the example below, precede potentially dangerous procedures throughout this
manual. Instructions contained in the warnings must be followed.

Dangerous voltages, capabie of causing death, are present in this instrument. Use extreme caution when
handling, testing, and adjusting.




SAFETY SYMBOLS

General Definitions of Safety Symbols Used on Equipment or in Manuals.

AN
5

CAUTION

NOTE:

Instruction manual symbol: the product is marked with this
symbol when it is necessary for the user to refer to the
instruction manual in order to protect against damage to the
instrument.

Indicates dangerous voltage (terminals fed from the interior
by voltage exceeding 1000 volts must be so marked).

Protective conductor terminal. For protection against
electrical shock in case of a fault. Used with field wiring
terminals to indicate the terminal which must be connected to
ground before operating equipment.

Low-noise or noiseless, clean ground (earth) terminal. Used
for a signal common, as well as providing protection against
electrical shock in case of a fault. A terminal marked with
this symbol must be connected to ground in the manner
described in the installation (operating) manual, and before
operating the equipment.

Frame or chassis terminal. A connection to the frame
(chassis) of the equipment which normally includes all
exposed metal structures.

Alternating current (power line).
Direct current (power line).
Alternating or direct current (power line).

The WARNING sign denotes a hazard. It calls attention to a
procedure, practice, condition or the like, which, if not
correctly performed, could result in injury or death to
personnel.

The CAUTION sign denotes a hazard. It calls attention to an
operating procedure, practice, condition or the like, which, if
not correctly performed or adhered to, could result in
damage to or destruction of part or all of the product.

The NOTE sign denotes important information. It calls
attention to procedure, practice, condition or the like, which
is essential to highlight.
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This manual applies to HP 64340A Software Analyzer with a
repair number prefix of 2426A. For further information on

repair numbers refer to "Instruments Covered by This
Manual" in Chapter 1.

¢ COPYRIGHT HEWLETT-PACKARD COMPANY 1984
LOGIC SYSTEMS DIVISION
COLORADO SPRINGS, COLORADO, U.S.A.

ALL RIGHTS RESERVED

Manual Part No. 64340-90901

PRINTED: December 1984
UPDATED: May 1985



Printing History

Each new edition of this manual incorporates all material updated since the previous edition.
Manual change sheets are issued between editions, allowing you to correct or insert information in

the current edition.

The part number changes only when each new edition is published. Minor corrections or additions
may be made as the manual is reprinted between editions. Vertical bars in a page margin indicate

the location of reprint corrections.

FirstEdition.................... December 1984 64340-90901
Update 1 ................iiinnn.. May 1985









