


CERTIFICATION

Hewlett-Packard Company certifies that this product met its published specifications at the
time of shipment from the factory. Hewlett-Packard further certifies that its calibration
measurements are traceable to the United States National Bureau of Standards, to the extent
allowed by the Bureau’s calibration facility, and to the calibration facilities of other
International Standards Organization members.

WARRANTY

This Hewlett-Packard system product is warranted against defects in materials and
workmanship for a period of 90 days from date of installation. During the warranty period, HP
will, at its options, either repair or replace products which prove to be defective.

Warranty service of this product will be performed at Buyer's facility at no charge within HP
service travel areas. Outside HP service travel areas, warranty service will be performed at
Buyer’s facility only upon HP'’s prior agreement and Buyer shall pay HP’'s round trip travel
expenses. In all other cases, products must be returned to a service facility designated by HP.

For products returned to HP for warranty service. Buyer shall prepay shipping charges to HP
and HP shall pay shipping charges to return the product to Buyer. However, Buyer shall pay all
shipping charges, duties, and taxes for products returned to HP from another country.

HP warrants that its software and firmware designated by HP for use with an instrument will
execute its programming instructions when properly installed on thatinstrument. HP does not
warrant that the operation of the instrument, or software, or firmware will be uninterrupted or
error free.

LIMITATION OF WARRANTY

The foregoing warranty shall not apply to defects resulting from improper or inadequate
maintenance by Buyer, Buyer-supplied software or interfacing, unauthorized modification or
misuse, operation outside of the environmental specifications for the product, orimproper site
preparation or maintenance.

NO OTHER WARRANTY IS EXPRESSED OR IMPLIED. HP SPECIFICALLY DISCLAIMS THE
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR
PURPOSE.

EXCLUSIVE REMEDIES

THE REMEDIES PROVIDED HEREIN ARE BUYER'S SOLE AND EXCLUSIVE REMEDIES. HP
SHALL NOT BE LIABLE FOR ANY DIRECT, INDIRECT, SPECIAL, INCIDENTAL, OR
CONSEQUENTIAL DAMAGES, WHETHER BASED ON CONTRACT, TORT, ORANY OTHER
LEGAL THEORY.

ASSISTANCE

Product maintenance agreements and other customer assistance agreements are available for
Hewlett-Packard products.

For any assistance, contact your nearest Hewlett-Packard Sales and Service Office. Addresses
are provided at the back of this manual.
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SAFETY SUMMARY

The following general safety precautions must be observed during all phases of operation, service,
and repair of this instrument. Failure to comply with these precautions or with specific warnings
elsewhere in this manual violates safety standards of design, manufacture, and intended use of the
instrument. Hewlett-Packard Company assumes no liability for the customer’s failure to comply
with these requirements.

GROUND THE INSTRUMENT.

To minimize shock hazard, the instrument chassis and cabinet must be connected to an electrical
ground. The instrument is equipped with a three-conductor ac power cable. The power cable
must either be plugged into an approved three-contact electrical outlet or used with a three-contact
to two-contact adapter with the grounding wire (green) firmly connected to an electrical ground
(safety ground) at the power outlet. The power jack and mating plug of the power cable meet
International Electrotechnical Commission (IEC) safety standards.

DO NOT OPERATE IN AN EXPLOSIVE ATMOSPHERE.

Do not operate the instrument in the presence of flammable gases or fumes. Operation of any
electrical instrument in such an environment constitutes a definite safety hazard.

KEEP AWAY FROM LIVE CIRCUITS.

Operating personnel must not remove instrument covers. Component replacement and internal
adjustments must be made by qualified maintenance personnel. Do not replace components with
power cable connected. Under certain conditions. dangerous voltages may exist even with the
power cable removed. To avoid injuries, always disconnect power and discharge circuits before
touching them.

DO NOT SERVICE OR ADJUST ALONE.

Do not attempt internal service or adjustment unless another person. capable of rendering first aid
and resuscitation. is present.

DO NOT SUBSTITUTE PARTS OR MODIFY INSTRUMENT.

Because of the danger of introducing additional hazards. do not install substitute parts or perform
any unauthorized modification of the instrument. Return the instrument to a Hewlett-Packard
Sales and Service Office for service and repair to ensure that safety features are maintained.

DANGEROUS PROCEDURE WARNINGS.

Warnings. such as the example below, precede potentially dangerous procedures throughout this
manual. Instructions contained in the warnings must be followed.

WARNING

Dangerous voltages, capable of causing death, are present in this instrument.
Use extreme caution when handling, testing, and adjusting.
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General Information - Model 6L460LA

Figure 1-1. Model 64604A Timing Analysis Probe
(With Timing Cable 6L4604-61601)
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General Information - Model 6460LA

SECTION I
GENERAL INFORMATION
1-1. INTRODUCTION.

1-2. This Service Manual contains information required to install,
test and service the Hewlett-Packard Model 6U4604A Timing Analysis
Probe. Operating instructions are provided in a separate Operating
Manual supplied with the instrument. It should be kept with the in-
strument for use by the operator.

1-3. Shown on the title page is a microfiche part number. This number
can be used to order 4X6-inch microfilm transparencies of the manual.
Each microfiche contains up to 96 photoduplicates of the manual pages.

1-4. SPECIFICATIONS.

1-5. Instrument specifications are listed in Table 1-1. These speci-
fications are the performance standards or limits against which the
instrument is tested.

Table 1-1. Specifications.

Includes Models 64601A Control Board, 64602A 8-Channel Acquisition,
and 64604A 8-Channel Timing Probes.

Sample rates
Wide Sample Mode: variable from 2Hz to 200MH=z.
Glitch mode: variable from 2Hz to 100MHz.
Dual Threshold: same as Wide Sample Mode.
Fast Sample: LOOMHz.

Memory length:
Wide Sample, Glitch, & Dual Threshold Modes: 4060 samples.
YOOMHz Mode.........ccvvvvevueeeenenannnn...: 8140 samples.

Memory width (8 channel system)
Wide Sample...........covevveenuuseans..: 8 channels.
Dual Threshold, Glitch, and LOOMHz modes: 4 channels.

Memory width (16 channel system--two acquisition boards)
Double the width for a single, 8-channel system.

Resolution:
Total skew from probe tip:
Within pod: +/- 1.5ns.
Pod to pod: +/- 3.0ns.
Conditions: Input signal: VH = -1.0V, VL = -1.6V,
VIH at -1.3V
Input slew rate > .25 V/ns
Sample rate accuracy: typically +/- .002%
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