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6.4 PRODUCT SAFETY AND EMISSIONS 

The device shall comply with the following agency regulations. The device when installed 
in any system or subsystem for which its use is intended shall not prevent HP from 
obtaining approval from any agency. 

1. UL 1950 (1st edition), Safety of Information Technology Equipment 
Including Electrical Business Equipment, UL RECOGNIZED. 

2. CSA C22.2 No. 950-MS9 Safety of Information 'Technology Equipment, 
Including Electrical Business Equipment. 

3. lEC 950 (1st edition), Safety of Information Technology Equipment 
Including Electrical Business Equipment, TUV or VDE'Bauart Gepruft' 
COMPONENTUCENSED. 

4. ZH 1/61S, Edition 10/S0, safety Requlations for Display Work places in the 
of Office Sector. Certified by Technischer Uberwachungs - Verein or Verband 
Deutscher Elektrotechniker. 

5. This product shall demonstrate statistical compliance with the radiated 
emission requirements of EN55022 class B. Statistical compliance shall be 
determined by the methods of par. 7.2.3 of EN55022 using a sample size of no 
less than 5 units. 

A. lEC SOl-3 : 19S4 
B. FCC Part 15, Class B with 6 db margin 
C. EN 55022 (CISPER Class B) with 6dB margin 
D. VCCI Class 1 ITE 
E. lECSOl-2: 1991 
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6.5 LABELS AND MARKINGS 

Date this issue: 

The drive shall have the following markings and labels: 
1. Manufacturer's Model, Serial, and Part numbers (with revision) 
2. UL Recognition Mark 
3. CSA Component Certification Mark 
4. TUV or VDE "Bauart Gepruft" mark 
5. The following label should be applied to both newly manufactured and customer service drives: 

Mfg. pIn Cust. Servo pIn Cust Serv. Exchange pIn 

07/28/94 

HP MANUFACTURING USE 
Part Number: aaaa -aaaa 
Serial Number: bbbbbbbbbbb 
I1111111111111111111111111 

HP CUSTOMER SERVICE USE 
Part Number: xxxxx-xxxxx 
Exchange Part Number: yyyyy-yyyyy 

aaaa-aaaa is HP Manufacturing pin 
bbbbbbbbb is Supplier serial number 
II1III11 is barcoded Supplie'r serial 

number (code 39 preferred) 
xxxxx-xxxxx is HP Spare pin 
yyyyy-yyyyy is HP Exchange pin 

HP Spare pin and HP Exchange pin 
will change if there is a major quality 
problem which requires rework. 

Supplier may put information on parts in anyone of the following ways: 
- A single additional label with all above information. 
- 1Wo additional labels, one for HP Manufacturing, one for HP Customer 

Service. 
- Print this information on an existing label. 
Supplier may customize the size and layout of the label to fit on part. 
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7.0 DEFAULT VALUES 

7.1 TID JUMPERS 
The drive is to be shipped at target ID 6. 

7.2 TERMINATION AND TERMINATION POWER 

The device is to be shipped with terminators removed or termination disabled. 

7.3 MODE SELECT PAGES 

HP requires the following Mode Page settings. Those values not specified should be set to 
the manufacturers default values. 

Error Recovery: Page 01 
byte 2 = CO 

Disconnect/Reconnect: Page 02 
byte 2 & 3 tuned on an HP system by the manufacturer to obtain best 
performance 
byte 12 = 00 

Caching: Page 08 
byte 02 = 04 

Control Mode: Page OA 
byte 3 = 00 

7.4 BEZEL AND LED 

The drive is to be shipped without a bezel. 
The drive shall have a green LED mounted on the front ot the PCB. 

8.0 FIGURES AND TABLES 
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Figure 2 Combination Connector Pin As~ignment 

J41 DC (4-Pin) / SCSI (68-Pin) Combination Connector 

looooj·····~···················~ 1 2 3 4 ••••• • •• • • •••••••••••••• • 

\ Pinl 

DC Power Connector Pin Assignment 

Pin 1 + 12 Volts DC 
Pin 2 + 12 Volts Return 
Pin 3 + 5 Volts Return 
Pin 4 + 5 Volts DC 

Table 1 Maximum Current Requirements 

Random 
Voltage Start-Up Idle ReadIWrite 

Avg Peak Avg Peak Avg Peak 

+5 Volts LOA· LOA LOA LOA LOA LOA 

+12 Volts 2.0 A 2.2 A .56A 1.8 A LOA 1.85 A 

Date this issue: 07/28/94 Title: 1.0GB Wide Differential 3.5" Low Profile Page 29 of 

Changes since previous Disk Drive ~cification 
issue noted by: JPM P LIMINARY Dwg.No. 

Approval: HP Part Number: 0950-2608 

22 

Rev. 



~3 HEWLETT 
~~ PACKARD SPECIFICATION CONTROL DRAWING 

Table 2 Signal Assignments for Auxiliary Connector 

Pin Signal Discription Host I Direction I Device 

01 SelO SCSI ID Sel 0 x -----> x 

02 XTFALT External Fault x <----- x 

03 Sell SCSI ID Sell x -----> x 

04 VUNIQ Vendor Unique x <----- x 

05 Se12 SCSI ID Sei 2 x -----> x 

06 SPSYNC Spindle Synch x <----- x 

07 Sel3 SCSI ID Sel3 0 -----> x 

08 XTACTV External Activity x <----- x 

09 ENTERM Enable Termination 0 -----> X 

10 Ground Ground <----- x 

11 +5v +5v <----- x 

12 Fault Drive Fault x -----> x 

Notes: 
Direction column indicates the direction of the signal between host and device. 
An x in the Host column means this signal shall be supported by the Host. 
An x in the Device column means the signal shall be supported by the Device. 
An 0 means this signal is optional. 
If there is nothing in the Device column for a pin location, than no connection 

should be made to that pin. 
Pins 2, 4, 6 and 8 are open -collector outputs. 
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Table 3 SCSI Interface Signals 

PINNa. NAME PINNa. NAME 

01 DB(12) 35 -DB(12) 
02 DB(13) 36 -DB(13) 
03 DB(14) 37 -DB(14) 
04 DB(15) 38 -DB(15) 
05 DB(P1) 39 -DB(P1) 
06 GROUND 40 GROUND 
07 DB(O) 41 -DB(O) 
08 DB(1) 42 -DB(1) 
09 DB(2) 43 -DB(2) 
10 DB(3) 44 -DB(3) 
11 DB (4) 45 -DB(4) 
12 DB(5) 46 -DB(5) 
13 DB(6) 47 -DB(6) 
14 DB(7) 48 -DB(7) 
15 DB(P) 49 -DB(P) 
16 DIFFSENS 50 GROUND 
17 TERMPWR 51 TERMPWR 
18 TERMPWR 52 TERMPWR 
19 RESERVED 53 RESERVED 
20 ATN 54 -ATN 
21 GROUND 55 GROUND 
22 BSY 56 -BSY 
23 ACK 57 -ACK 
24 RST 58 -RST 
25 MSG 59 -MSG 
26 SEL 60 -SEL 
27 CID 61 -CID 
28 REO 62 -REO 
29 I/O 63 -I/O 
30 GROUND 64 GROUND 
31 DB(8) 65 -DB(8) 
32 DB(9) 66 -DB(9) 
33 DB(10) 67 -DB(10) 
34 DB(ll) 68 -DB(ll) 

NOTE: The minus sign preceding the signal name indicates active low. 
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Table 4 SCSI ID SETTINGS 

SCSIID 
A3 A2 Al AO Address 

0 OFF OFF OFF OFF 
1 OFF OFF OFF ON 
2 OFF OFF ON OFF 
3 OFF OFF ON ON 
4 OFF ON OFF OFF 
5 OFF ON OFF ON 
6 OFF ON ON OFF 
7 OFF ON ON ON 
8 ON OFF OFF OFF 
9 ON OFF OFF ON 
10 ON OFF ON OFF 
11 ON OFF ON ON 
12 ON ON OFF OFF 
13 ON ON OFF ON 
14 ON ON ON OFF 
15 ON ON ON ON 
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